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1 Introduction

ShineNet is designed to collect data from Growatt Inverters with strong analysis functions. It
has multi-communication channels and completed data analysis function. Users could monitor the

status of Growatt inverters in real-time, browse and analysis the history data in the past.

2 Specification.

1. Multi-communication: RS232, Bluetooth

2. Acquiring data from multi-inverters.

3. Real time data detection, history data review and analysis.
4. Comparing multi-inverters data.

5. Multi-language

6. Operation system support for Windows XP/Vista/Win7/2000/2003 .
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4 Software

4.1 Installation

ShineNet is developed in C# language. While the operation system is below Vista system, should
install Freamwork2.0 in advance. Framwork2.0 could be installed by the "dotnetfx.exe" in the

install package.

For operation system which already include framework2.0

4.2 User registe

While using the ShineNet first in the operation system, below dialogue will pop up.
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a2 RegistForm [ol[@] =]

RegistName: Growatt Regist Result

RegistHum: Tourcode Register OK Please restart the Apply software !

Fig4.2.1
Fill in your register name and password.

User could get some special function through our specify account and password.

4.3 Interface

ShineNET Interface could be divide into 4 region:
a. System menu

b. System button

c. Inverter list

d. PV System information

Inverter Nu
Waiting :

RV

®tjion,

Fig 4.3.1
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a). System Menu bar:
SoftSystem: software settings menu
System Set: access the communication setting dialogue.
Soft Language:
Exit: exist ShineNet

Inverter: Inverter operation menu

Connect/Disconnect: connect or disconnect the computer and inverter

Setting: access the inverter parameter settings.

Interface:

Change Interface: Switch the interface between Wave diagram and multi-inverters

monitoring interface.

b) System Button:

0\ @ : connect or disconnect inverter;

If disconnect the inverter, the button @ will be lighted,

If the inverter are already connected, will be lighted.

@ : access inverter parameter setting. If user does not specify a inverter, it will access the
communication setting interface.

@: access the communication setting interface;

©)

Q

c) Inverter List

: access the interface of multi-inverter monitoring interface;

: switch the interfaces;

This region is used to show the inverter series number and communication protocol.
@ indicate the list title and selected node;

T

indicate the inverter is connected by RS232
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: indicate the inverter is connected by Bluetooth

d) PV System information

This region is used to show the working information of inverters. It include two interfaces:
Waveform diagram and multi-inverter monitering interface.
Waveform Diagram Interface: provide power curves, data and fault information, all these
information could change by time setting. Fig 3.3.1 for referrence.

Multi-inverters Monitoring Interface: provide specified data and power curves of
multi-inverters, it is easy for users to check and compare the situation of these inverters. Fig 3.3.2

for referrence.

ShineNet—Growatt EHEHX

= & Inverter List
) 5KB1109040
DK00000000

4.4 Language settings

Access menu "SoftSystem->SoftLanguage->", choose your favorite language.
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SoftSystem
System Set
Exit EiERT
i Francais
Deutsch

Espafiol

Language ltaliano

Fig4.4.1

Customize language:
a). Open the document folder of the software, open the file "LanguageData.xml";
b) Choose a language that you will not use, for example Chinese/{&j {2 1 3.
The position is at the <MLanguages>
<LanguageList>.
<LX> Language <LX>

<Pxml vers=ion="1.0" encoding="utf-8"7>
O Mlanguages >
B “Languagelist> r

LSEngl i hefLay Change it to your

<L1FEFERI /L1y language name

A2 Francais 122

<L3eutschd/L3>

<L4Ezpafiel<SL4>

<{157Language ITtaliano?/15>
4fLanguagelizt>

E <10
MainMermTitle>
<m0 oftSystem<fml >
<mO03System Set</m00>
<m01350ft Language</m01>
<m0Z>Exit{fm02>
<mlInwerter</ml>

Fig4.4.2
¢) Translate the language in the position<MLanguages>
<LanguageList>.
<LX> Language <LX>
Users can copy English version to replace the useless language, then translate the copied
english words directly. Please check fig. 4.4.2 as referrence.
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B <Ll

]

<Pxml wersion="1.0" encoding="utf-8"7>
MLangnages >
“Languagelist’
<103English</L0>
LSBT LL
<L2Francais/12)
L3Dentsch/L3>
“1A4E=paficl /L4
<15 Language Italiane< 5>
4/Languagelist>

<10
MairMernTitled ..
“FanelfTile

]

ErrorTitled .|
MezsageTitled . |
<SysSetFormy |
MainFormd . |
Irwverterhll) . |
jin]

1

MainMenulitlel . |
<Panel?Tiled .|
]

as Old L0 is English,

easy to translate.

<12
MairMermTitle>
<m0 >DouxSys téme <m0
“m00>Systéme Ensemble</md0>
“m013Dow: Langue</m01>

Fig4.4.3

Copy and recover,

c MairMermTitler Translate all the words to your language

0
GD03System St<?m00> between the <= <f=.form <L1= to </L1=

m01Soft Langnage</md1>  Please do not change the datain <= .

= “FanelfTiler
<pD0>RealTimet ave </pO0>
<pD1RealTimeData</p0l>
<pD23Hi storyl ave{/p0Z >
CpNFHi st arylatad/pia>

<pD4ErrorDatad/plds
F AR e LIy

Fig4.4.4

<m02>Exi t</m0Z>

mlTnwerter</ml>

Ml onnect/Misconmect {/ml0>

mll¥Setting</mil>

mlZxfml2>

ml3¥Inverter Lizt{/ml3>

mZInterfaced/mZ> ?{?iﬁ:z::gt?i

mZ0Change Interface</mZ0> {t83Facmind 18>

mZ1Interface Setd/mZ1> <ta Facman< 1 Please do not change the data in <> .

m3Help<im3x <t1075eriall0. <1102

<m30Regist Software</m30> <t1128y=tenMadal <F 4113

m3LrAbout Software</m3l> <{MainForm>
“/MairMermTitle> “Invertersll>

“titleXDisplaySetting</titlel
<tal Misplaylnwerter{/tal >
<taPDisplayParameter<ftall

qﬁiﬁfg;ﬁgw Translate all the words to your language
L1 between the <> <> . form =L1»> to </L1>
Fig4.4.5

d) save the modified the file and reboot the software.

4.5 About ShineNET

Access menu "Help->About ShineNET" go to “About ShineNET” interface, you can get the

software version and the user manual document, also you can get the newest information of

Growatt.
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Name: ShineNET Copyright: Growatt

Version: N.1.2 Build 1008201019  ShineNET Mannual
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High Efficiency ~ D A |

PRODUCTS NEWS @ n & ¢
Solar Inverter 2010 World Expo in ShangHai

. @. S, Ce
Monitor System SNEC 2011 PV Power Exihibition in Shanghai MLl s 1505001
New Products SAA certificate for Growatt has approved

2010-2011 Global photovoltaic market "‘
2008-2011 PV market in Europe N,
The 25th EU PVSECwill take place September 2010 at the Feria Valenc. % h ~

5.1 Connection settings

Click @ or access "SoftSystem->System Set", will get the communication settings

interface.
SystemSetting
(BEIE el W C\Program Files\GrowathiShineMNET]
DelayTime: 4 Secends UpdateCount. 5
SerialPort
SerialPort COM Port:  COM1
Bluetooth
Bluetooth BluetoothAddr:  (00:15:83:0B:13:C0)
BluetoothAddress ConnectAble DeviceName:  BTM4504C1H
DeviceMame2: MyDevice
PairCode: 2194
SerchFast
Internet
Internet | gacalIP: 1921621152 | Service IP:  000.000.000.0C
LoacalPort: fERR SemnicePort: G665
EnableLoacalService EnableClientRemotService
GROWATT NEW ENERGY CO., LTD AL RIERFHEE R AR AT T/F + 86 755 2749 1460
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Fig5.1.1
SystemSetting:
DataPath: The save path for inverter data;
DelayTime: The communication interval, the value should be over 2 second.
SerialPort:
SerialPort: enable RS232 function;
COMPort: the port of PC RS232;
Bluetooth:
Bluetooth: enable Bluetooth function;
BluetoothList: local bluetooth devices list, click the item to choose;
BluetoothAddr: the address of the communication bluetooth;
DeviceName. DeviceName2: the blutooth device Name of inverter, to filter outlying
bluetooth device. If users can not connect to a new inverter, you can set one of the
DeviceName2 to empty, the software will connect all exist bluetooth devices;
SerchFast: it will search the bluetooth device already in the memory. While new
device added or could not find the old device, user could cancel the function.
Internet:

Reserve function;

5.1.1 Connect inverter and disconnect

Connect inverter: ClickQ or access "Inverter->Connect/Disconnect”" to connect

inverter. While the connection set up, the symbol o will change to @ PC will

connect the inverter through specify communication mode. The software will list the inverter

serial number and communication mode.

GROWATT NEW ENERGY CO., LTD AL ER T RE R AR AT T/ F + 86 755 2749 1460
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a ShineNet--Growatt

Fig 5.1.2

Disconnect: Click@ or access "Inverter->Connect/Disconnect” to disconnect. The

symbol @ will be change to @

5.2 Parameter setting

a). Choose inverter, then click the inverter name of “Inverterlist”, the communication mode

will be @, it indicate the communication is started.

b). Click @ or access " Inverter-> Setting™ to inverter parameter settings interface.

Notice: normal user can only modify the Items in the "UserSet" ;

| ResetEnerge and Time

[ AutoTest For DK59.

GROWATT NEW ENERGY CO., LTD LR R AR AR T/F +86 755 2749 1460
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LCD Language: set inverter LCD Language;

LCD Contrast: set inverter LCD contrast;
c). Click " SetUserP" button to start.

d). The software will pop up "SetResult" dialogue show the result.

5.3 Working information

The main working information will be show in the "Inverter wave&data™ region. The
region can show two interface, "waveform diagram” and "multi-inverter monitoring

interface”. Fig 3.3.1 and Fig 3.3.2 for referrence.

5.3.1 Waveform diagram Interface

Waveform interface is main interface. It is used to inquiry data, power curves and fault
information online or in history.
Waveform diagram Interface has been divided to operation region, parameter region and

waveform region;

20 21[Z@]23 24 25 2%
27 28 2 30 1 2 3
R e o

5 6 8 95 10
[ % 2010/6/22

830 12:00

G a1 R WV {1 2

Fig5.3.1
Operation region: include operation options, inverter list, waveform option, date and
inquiry button.
Parameter region: indicate the default parameter of working inverters.

Waveform region: show the waveform or data of the inquiry result.

GROWATT NEW ENERGY CO., LTD LR R AR AR T/F +86 755 2749 1460
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5.3.1.1 Inquiry power curves

Follow the steps in the operation region: RealTimeWave->SerialNo.-> -> ->Search,
users will have the a day waveform of the specify inverter. The software will

automatically update the curves after the operation.

ShineNet——Growatt

ol o

=1 &% Inverter List |RealTimeitave - |SKBT109040 - | /el

- ) 5KB1109040

) DK00000000

0:00

5.3.1.2 Inquiry real time data

Follow the steps in the operation region: RealTimeData->SerialNo.-> -> ->Search, users
will have the a day data of the specify inverter. The software will automatically update

the datasheet after the operation.

GROWATT NEW ENERGY CO., LTD LR R AR AR T/F +86 755 2749 1460
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ShineNet—Growatt

= 28 Inverter List

5KB1109040
) DK00000000

TimeNow Status FaultType
16:22:11 1 0
4028 16:21:51 1 2232 .ZBU 7 .330 4 238.2 12 50 ‘ZBE % .U
4027 16:21:27 1 228 2848 3376 240.2 1.1 50.02 288.1 0
4026 16:20:18 1 2221 2789 3522 239.2 12 50.02 301.2 L)
4025 16:19:46 1 2227 278.9 354.1 240.2 12 50.01 303.1 0
4024 16:19:38 1 2286 ‘233 7 v358 8 239.2 12 50.01 ‘304 7 U
4023 16:18:34 1 2316 286.6 354.1 240.2 12 50.01 304.2 0
4022 16:18:20 1 2315 286.6 3487 2402 12 50.02 3047 0
4021 16:19:16 1 230.4 286 359.8 239.2 12 50.01 304.3 0
4020 16:19:08 1 225 2813 [ar12 239.2 12 50 13058 lo
74019 16:13:04 1 2238 ‘280.7 >3Mv5 240.2 12 50 ‘305.5 >0
4018 16:18:49 1 228 2837 360.5 240.2 12 49.98 3053 L)
4017 16:18:45 1 228 2831 3426 239.2 12 49.98 306.5 0
4016 16:18:37 1 2244 280.7 13634 240.2 12 49.97 13073 o
4015 16:18:33 1 2227 280.1 737&1 240.2 1.2 49.97 AGUG 0
4014 16:18:19 1 2238 280.7 364.1 240.2 12 50 308.7 L)
4013 16:18:15 1 2244 280.7 363.4 240.2 12 50 307.4 0
| 4012 16:18:07 1 2155 (2742 13623 240.2 12 50.01 e lo
4011 16:18:03 1 216.7 ‘274 8 >354v9 2411 12 50.01 ‘30&1 >0
4010 16:17:49 1 2221 2788 3522 2411 12 50.02 3088 L)
Anna 161745 1 2721 210 261 & EYLE) anna anaa In

5.3.1.3 Inquiry history waveform

History waveform include:

TimelyDay: power curve diagram of specify date

DaylyinMonth: column diagram for every day electric energy production in one specify
month.

MonthlylnYear: column diagram for every month electric energy production in one

specify year.

YearlyInLifetime: column diagram for every year electric energy production.

Follow the steps in the operation region:
HistoryWave->SerialNo.->WaveType->Date->Search, users will have the waveform of

the specify inverter.

GROWATT NEW ENERGY CO., LTD LR R AR AR T/F +86 755 2749 1460
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formation Today's Energe(kWh) Lifetime Energe(kWh) All CO2 Reductions(kg) Temperature(C) on  Module Type

Max = 759 4Watt

ShineRet—Growatt

T verter Lt o - |EN000 - [DapyiWonh - |2101115 )

Lifetime
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[

4 5000mti201

Status Status Information Today's Energe(kWh) Lifetime Energe(kWh) All CO2 Reductions(kg) Temperature(C) FW Version Module Type

Max = 35KWh

|~ l2010111/ 4 @

Status Status Information Today's Energe(kWh) Lifetime Energe(kWh) All CO2 Reductions(kg) Temperature(C) FW Version Module Type

Max =65.6KWh

Fig 5.3.6

5.3.1.4 Inquiry history data

Follow the steps in the operation region: HistoryData->SerialNo.-> ->Date->Serch, users will

have the datasheet of the specify inverter in the specify date.

GROWATT NEW ENERGY CO., LTD LR R AR AR T/F +86 755 2749 1460
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Tor ) Lifetime Al

TimeNow

Fig 5.3.7

5.3.1.5 Inquire fault information

Follow the steps in the operation region: ErrorData->SerialNo.-> ->Date->Search, users

will have the fault sheet of the specify inverter in the specify month.

Lifetime N A ature(C) FW Version Module Type

FaultTime SerialNo FaultType Faultvalue
2010/11/4 15:2... | 5KB0300000 NoAC Connect... | 0
2010/11/4 13:4... | 5KB0300000 NoAC Connect... | 0

Fig 5.3.8
GROWATT NEW ENERGY CO., LTD ISR aE R ARAR T/F + 86 755 2749 1460
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5.3.2 Multi-inverter monitoring interface

Multi-inverter monitoring in one screen, it is easy to check many inverter working situation.

4K08300002

Fig 5.3.9

5.3.2.1 monitoring interface

Click@ or access ~Interface->Interface Set” to inverter chosing dialogue.

GROWATT NEW ENERGY CO., LTD LR R AR AR T/F +86 755 2749 1460
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=42y Inverter List
5 5000mti201
"3 5000mti125

Displaylnverter | DisplayParameter

5000mti201 5000mti201

5000mti125 5000mti125

Fig 5.3.10

Selectelnverter: the page of selecting inverters;
SelecteData: the page of select inverter parameters;
Add: add new inverters;

a). choose inverters

Choose "Selectelnverter” page, click the inverter on the left inverter list. Click

E button, the screen will show the inverter. Maximum number is 20.

b). Choose the inverter parameters.

GROWATT NEW ENERGY CO., LTD LR R AR AR T/F +86 755 2749 1460
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=2y Inverter List
5 5000mti201
"3 5000mti125

DisplayParameter

[ vpv1 Vpvi

[ vpv2 Vac

[ Pv Pac

] Vac Eac_today
[ lac

[[] Fac
[7] Pac

| [7] FaultType
7] Temperature
[7] Epv_today
[*] Epv_total

[7] Eac_today
[7] Eac_total

[0 T_total

Fig 5.3.11

Choose the "SelectData" page in the operation interface, then choose the parameters in

the left list, click _Add ] button, the screen will show the chosen parameters. The

maximum number is 4.

5.3.3 PV System Information Interface

In this interface you could see the total Power, Energy of your system, and also there are the
load information for each inverter.

GROWATT NEW ENERGY CO., LTD LR R AR AR T/F +86 755 2749 1460
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1
|

2
£} 3k08250000
%-gmmmns
£ 4K08310001

Fig 5.3.12
“XXW” is the Inverter power now;
“xx%” is the load percents;
Red means then inverter is in the fault status;
Green shows the load percents also;

5.3.4 PV System Information Interface Other

This interface has the same function as the interface in 5.3.3, but this is more intuitive.

ShineNet—Growatt EHE‘@

w ol
= &5 Inverter List
- ) 5KB1109040
~ £ DK00000000
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6 Q&A

Q: Why cannot | find my inverter by RS232 or RS485 ?

A: First: Check do you have enable the communicate by Serial Port in 5.1 contact;
Second: Check your RS232 wire is The connected directly;
Third: Check the connection of RS485, make sure the Pinl to Pinl and Pin2 to Pin2;

Q: How do I connect my inverter to PC by RS485 ?
A: First: Connect the inverters to one string by RS485, make sure the Pinl to Pinl and Pin2 to
Pin2;
Second: Connect one inverter to PC by RS485;
Third: Set the ShineNET communicate by Serial Port;

Q: Why cannot | find my inverter by Bluetooth ?

A: First:  If the BTDevice is the first time used on this PC, should cancel the fast sertch
function in 5.1 connect Setting, try start connect for times, if could not find device also,
you could set “Device Nmae2” to be empty, retry again.

Second: If there are more than one Bluetooth devices, and there is no result after you try the
first operation, maybe this is caused by your BTRadio functions. Now you can get “USB
Bluetooth Dongle” form Growatt, it can connect max 7 BTDevices at the same time.

Note: BTRadio: the Bluetooth radio on PC;

BTDevice: the Bluetooth device on Inverter;

Q: Why cannot | find the history data of my inverter ?

A: First: Check the Data path is right in 5.1 connect setting;

Second : Check the Data files are there under the data path, always is under
“Datapath\Inverterdata\SerialNo\xxxxx.mdb”";

GROWATT NEW ENERGY CO., LTD AL ER T RE R AR AT T/ F + 86 755 2749 1460
Yongchang Building, Xicheng Industrial S ERX AL ERERR T Xk E#% info@ginverter.net

Zone, Bao'an District, Shenzhen, China P.C. 518000 www.ginverter.com



